
9” inches

Before beginning, read the instructions below and follow all local plumbing & building 
codes.

Unpack and inspect your new drain and overflow for any shipping damages and ensure 
no pieces are missing.

If any damages are discovered, DO NOT INSTALL.
Please contact customer service at 877.795.5684

You may also call our customer service for any other assistance 
wiwith any of our products.

SHUT OFF ALL WATER SUPPLY LINES AT THE TUB 
WHEN INSTALLING.

Tools and Materials Needed : 

Drain Pipe

Drain to Floor Pipe

1 washer, 1 metal cover, 
1 metal lock nut

Pipe End Cover

1. Lay the side of the tub with the overflow, on the ground with a soft cloth or carpet. 
When the tub is flipped, you will notice a hallow gap between the walls of the tub. This 
is where you will have to slide the (1) Overflow Pipe With Swivel Joint into for the next 
step. 

 *Before continuing, ensure that the (10) Pipe End Cover is secure on the bottom on the 
(8) Waste T. Not doing so could cause a leak.*

2. 2. Attach the (7) Swivel Joint #2 and (8) Waste T to the bottom of the (1) Overflow Pipe 
With Swivel Joint. After connecting each of these, slide the overflow into the hallow area 
and align the overflow pipes with the overflow hole in the tub. Place the Overflow 
Gasket (2) in the Overflow Cover (3) and use the 2 long screws provided to secure the 
overflow cover to the overflow pipes.

3. 3. Now, Take apart the (4) Drain Flange and the (6) Drain Shoe. Place the Drain Shoe 
over the drain hole in the bathtub and thread the flange into the drain shoe through the 
bathtub drain hole. The (5) Drain Gasket that comes with the Drain should be under the 
tub on top of the Drain shoe, not in the tub under the flange.

5. Taking the (9) Drain Pipe, thread the threaded end of the cut pipe into the (6) Drain 
Shoe. Once fully secure, fit the opposite end of the cut drain pipe into the (8) Waste T 
and secure fully.

6. Place 6. Place the (11) Washer and Locknut about a 1/4 of the way down the (12) Drain to 
Floor Pipe and thread the (12) Drain to Floor Pipe into the (6) Drain Shoe.
 After fully threading the pipe, use the (11) Washer and Locknut to tighten the seal 
between the (12) Dran to floor Pipe and (6) Drain Shoe.  

7. Finally, attach the (12) Drain to Floor Pipe to the drain in the bathroom floor. Fill the 
tub to the overflow and check for leaks. If there are leaks, check each connection again 
and apply extra plumbers tape if needed.

  For any further assitance please call our customer service! 
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